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M-Resin M650.F 

HOT MELT PRESSURE SENSITIVE ADHESIVE 
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SMART ADVANTAGES 

- Innovative and patented product 

- Excellent transparency 

- Easy opening and reclosing by consumer 

 

DESCRIPTION 

M650.F is a unique pressure sensitive resin in pellets form 

designed to manufacture reseal lid for thermoformed tray 

packaging. 

 

SUITABILITY 

The desired properties of the structures have to be 

verified by performance tests. 

 

PREPARATION 

To avoid any blocking between pellets, a coating is made 

with mineral powder. As a consequence, the excess of 

powder must be removed by using a vacuum system or 

any equivalent system to prevent any problems during 

production or any bad defects in the film produced. 

 

PROCESSING 

M650.F can be processed by blown co-extrusion system 

with a temperature in the feeding zone below 25°C  

(a cooling system is highly recommended)  and a 

temperature of 150°C and the end of the screw. 

Material Safety Data Sheet must be consulted for proper 

handling before use. 

 

PRECAUTIONS 

During processing, vapours must be exhausted by an 

adequate ventilation. Wear safety gloves and goggles 

when handling molten resin to minimize the risk of burns. 

The corresponding Material Safety Data Sheet is part of 

this technical information. 

 

STORAGE 

M650.F can be stored 6 months in a cool dry place in the 

original unopened container to prevent contamination at 

a temperature less than 30°C.  

M650.F should be kept away from steam lines and heated 

process equipment during storage to prevent blocking. 

Stacking: never superimpose pallet one to one. 

 

PHYSICAL PROPERTIES 

Form Pellets 

Density 0,94 

Melt Flow Index  [g/10min] 

NF EN ISO 1113 

2,16 kg 

at 150°C  approx 3 

at 190°C  approx 30 

Content of Moisture Target < 0,07% 

 

 

FOOD LEGISLATION 

Food contact regulatory requirements are constantly 

evolving so if you require information regarding the food 

contact status of this product, please ask your usual Bostik 

contact who will forward your request to our dedicated 

department. 

 

REMARK 

Prior tests are advised (or recommended) for any industrial 

use. Moreover, the recommendations for implementation 

should be followed. It is recommended to follow our 

precautionary measures listed in the specification sheets. 

 

The information given and recommendations made herein are based on 

Bostik’s research only and are not guaranteed to be accurate. The 

performance of the product, its shelf life, and application characteristics will 

depend on many variables, including the kind of materials to which the 

product will be applied, the environment in which the product is stored or 

applied, and the equipment used for application. Any change in any of these 

variables can affect the product’s performance. It is the buyer’s obligation, 

prior to using the product, to test the suitability of the product for an intended 

use under the conditions that will exist at the time of the intended use. Bostik 

does not warrant the product’s suitability for any particular application. The 

product is sold pursuant to Bostik’s Terms and Conditions of Sale that 

accompanies the product at the time of sale. Nothing contained herein shall 

be construed to imply the nonexistence of any relevant patents or to 

constitute permission, inducement, or recommendation to practice any 

invention covered by any patent, without authority from the owner of the 

patent. 

 

Please visit wwww.bostik.com 

 


